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1. Overview
The AntMiner S9 is Bitmain’s newest version in the AntMiner S9 series. It boasts a state-of-the-art BM1387
custom-made chip using 16nm technology. All AntMiner S9s are tested and configured prior to shipping to

ensure easy set up.

U You must provide your own ATX power supply.




1.1 AntMiner S9 Components

The AntMiner S9 main components and controller front panel are shown in the following figure:
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1.2 Specifications

Ideal Hash Rate 14.00TH

s 11.85TH/s | 12.93TH/s | /s

Default chip frequency | | 650MHz
550MHz 600MHz
Estimated wall outlet power consumption (with APW3, 93%

s a . 0,
efficiency, 25°C ambient temperature) 1179W+12%]  1275W+7% 1375W+7%
Rated voltage 11.6 - 13.00V
Estimated wall outlet power efficiency (with APW3, 93% |0.098J/GH + 7%
efficiency, 25°C ambient temperature)

Dimensions (L x W x H) 350mm x 135mm x 158mm
Net weight 4.2kg

Operating ambient temperature 0-40°C

7

The miner does not contain a DC/DC converter; therefore, higher input voltage will cause higher

Mining efficiency .




2. Connecting the Power Supply

Ten PCl-e connectors are located at the top of the AntMiner S8 for connecting the PSU as follows:

® Nine PCl-e connectors for the hash boards. Each hash board has a set of three PCl-e connectors.

® One PCl-e connector located on the controller.

u Each hashboard must be powered by the same PSU to prevent possible damage and instability.

To connect the power supply:

1. Connect PSU power cable connectors to each of the nine PCl-e connectors on the top of the AntMiner 59,
ensuring that each hash board is powered by the same PSU.

Controller PCl-e Hash Board PCl-e
Power Connector Power Connectors

2. Connect a PSU power cable connector to the AntMiner S9 PCl-e connector on the controller.
3. Connect the network cable to the ETH port.

4. To power up your AntMiner S9, connect the PSUs to the power wall outlet.

u If you are using more than one PSU,power up the PSU connected to the controller AFTER you have
Powered up the other PSU(s).
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Figure 2-1. PCI-E Connectors - Correct Connection
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Figure 2-2. PCI-E Connectors - Incorrect Connection



3. Setting Up the Miner

To set up the miner:

[o The file IPReporter.zip is supported by Microsoft Windows only.

1. Go to the following site:
https://cnshop.bitmain.com/support.htm?pid=007201512210613294744rqn82k7068A 2.

Download the following file: IPReporter.zip

Extract the file.

3.
[“ The default DHCP network protocol distributes IP addresses automatically.
4. Right-click IPReporter.exe and run it as Administrator.

5. Select one of the following options:

m Shelf, Step, Position — suitable for farm miners to mark the location of the miners.
m Default — suitable for home miners.

6. Click start.

Shelf 1 | Step |1 Position 1 | ‘
\

Information t
NO. P | MAC

tris s suitable for farm mners to mark location of miners.
if you're home miner, you may leave it as defauk directly,

Skip Stop Export | Quil




7. Onthe controller board, click the IP Report button. Held it down until it beeps (about 5 seconds).

The IP address will be displayed in a window an your computer screen.

3 IP Reporter S 3
Shelf 1 Step | Position Sﬁ
Confirmation
In
)
p 1870123

MAC BC:ECEB®62:39F2

POSITION -1

oK Skip Stop

Skip Stop Export Quit

8. Inyour web browser, enter the IP address provided.
9. Proceed to login using root for both the username and password.

10. In the Network section, you can assign a Static IP address (optional).



11. Click Save & Apply.

Seltings | Disgmosticn

Network Settings

Network setup for Miner

Statuy

Hostname
Protocol
I Address
Netrriak
Gateviay

DNS Sarvers

+ MAC-Addres
s 1P:192.168.1.181
MO Netmask:255.255.255.0

8274504001681

i

DHCF

WResat O SavelApoly
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4. Configuring the Miner
4.1 Setting Up the Pool

To configure the miner:

1. In Miner Configuration, click General Settings.

2. Setthe options according to the following table:

Option Description

Pool URL Enter the URL of your desired pool.
'4 ™y

The AntMiner S9 can be set up with three mining pools, with decreasing
; priority from the first pool (pool 1) to the third pool (pool 3).

The pools with low priority will only be used if all higher priority pools are

offline.
L J
Worker Your worker ID on the selected pool.
Password The password for your selected worker.

1. Select Stop running when temperature is over 80°C (optional) to stop mining when the PCB temperature

exceeds 80°C. (Applied only to the fixed frequency firmware)
r )

u This option is recommended to protect the miner from damage. If you do not select this option, the

miner will continue to work at temperatures exceeding 80°C .
\ J

Note: The new version of $9 with automatic frequency adjustment firmware have deleted the ‘Setup’ part
under “General setting”, the “Advanced setting” and “Miner Link” interfaces .

The miner with automatic frequency adjustment firmware will stop running when the Temp(Chips) reach
to 125-135°C,there will be a error message “Fatal Error: Temperature is too high!” shown in the bottom

of kernel log page.

2. Select Customize the fan speed percentage to manually control the fan speed.( Applied only to the fixed
frequency firmware)

The fans peed must be set above 60% to keep the PCB temperature below 80°C,and chip

; Temperature below 115°C.
If you do not select this option,the fans peed will be determined by the temperature of the hash
boards.




3. Click Save & Apply to save and restart the miner.

| System | Miner C i Miner Status || Network,
| General Settings _ Adyanced Settings  Minerlnk - -
Miner General Configuration

Pool 1

URL [golo.antpoal. com: 3333 |

Worker [entminer_1 |

Password [iz3 ]

Pool 2

URL [pZn.anpool.com:3333 |

Worker [antminer ]

Password [123 |

Pool 3

URL [tratum+tcp Ustratum. @pool.com 3333 |

Worker [ant1 |

Password [iz3 |

Selup

Stop running when temprerature is over 80°C b

Customize the fan speed percentage [P

PResel & SavelApply

4.2 Modifying the Frequency (Applied only to fixed frequency firmware)

To modify the frequency value:
1. In Miner Configuration, click Advanced Settings.

2. Select a frequency. The default frequency for the AntMiner S9 is:
m 11.85TH/s: 550MHz (550M)
m 12.93TH/s: 600MHz (600M).

m 14.00TH/s: 650MHz (650M).

System | Miner Configuration | Miner Status || Network

——TT T

Miner Advanced Configuration

Settings

Frequency | B50.00M

SReser DSavedAppy




5. Monitoring Your Miner

To check the operating status of your miner:
1. Click Miner Status.

2. Under AntMiner, monitor your miner according to the descriptions in the following table:

Option Description

ASIC# Number of chips detected in the chain.
Frequency ASIC frequency setting.
GH/S(RT) Hash rate of each hash board ( GH/s)
Temp(PCB) Temperature of each hash board (°C).(Applied only to miner with fixed frequency)
Temp(Chip) Temperature of the chips on each hash board (°C).
ASIC status One of the following statuses will appear:
® O -indicates OK
® X-indicates error
® --indicates dead

System )| Miner Configuration | Miner Status

Miner Status

~-Summary
Elapsed GH/S(RT) GH/S{avg) FoundBlocks LocalWork Utility wu BestShare
1d3hd6m34s 13,944.16 13,936.36 0 6,230,083 5.89 197,470.98 196502174
pon|5 e
Pool URL User Status Diff GetWorks Priority Accepted Diffl# DiffA# DiffR# DiffS# Rejected Discarded Stale LSDiff LSTime

stratum-+tcp://solo.antpool.com:3333 sherry Alive 328K  2,6% 0 11,945
stratum +tcp://stratum.antpool.com:3333  sherry  Alive z 1 0

400,023,552 163,840 32,768 0:00:07

63,544 1]
0 0 0 Never
0 0

0

63,544

0 5
0 0
0 0 0 Never
0 5

2,699 11,45 400,023,552 163,840

0.0001%

0
0
stratum-+tcp: //stratum.f2pool.com:3333  sherry Alive 1.02K 1 2 0 0 0 a
0
0

543
AntMiner

Chain#  ASIC# Frequency GH/S(RT) HW  Temp(PCB) Temp(Chip) ASIC status

63 650 4656.03 169 50 7 00000000 00000000 00000000 00000000 0O00C000 00000000 00000000 DODA00D
63 650 4637.81 kFil 45 77 00000000 00000000 00000000 00000000 OCH0BO00 00000000 00000000 0000000
63 650 4650.32 53 47 79 00000000 00000000 00CQ000 Q0000000 DOORCO00 000000 00000000 0000000

Fan# Fanl Fan2 Fan5 Fan6 Fan? Fan8
Speed (r/min} 4,200 5,760 0 0 0 ]

Copyright © 2013-2014, Bitmain Technalogles



6. Administering Your Miner 6.1 Checking Your Firmware Version

To check your firmware version:
1. In System, click the Overview tab.

2. File System Version displays the date of the firmware your miner use. In the example below, the miner is

using firmware version 20160527.

| Overview _ Adinwstration  Monftor  Kemeilog Upgrade  Reboot
Overview

System

Minar Type Antminer §9

Hostname antMiner

Mose! GNU/Linux

Harcwara Version 0.1.1.0

Kacngl Yeraion M 14030 B P Mon Ape 25 11:20:36 CST 2016

I_ File System Version Fri May 27 11:57:58 CST 2018

Cgrminer Version 4.9.0

Uptime 1

Losd Average 0.70, 0.71, 0.68

Mamory

Total Available 27540 K8 / 1016172 k8 (3%)

Free 986632 kB / 1016172 kB (97W)

Cached 0 k8 / 1016172 kB (0%)

Buffered 0 kB / 1016172 kB (%)

Network

1P Status . Type: DHCP
4 Address: 192.166.20.30
E00 Netmask: 255.255.254.0

e —

6.2 Upgrading Your System

0 Make sure that the AntMiner S9 remains powered during the upgrade process. If power fails
before the upgrade is completed, you will need to return it to Bitmain for repair.

To upgrade the miner’s firmware:

1. In System, click Upgrade.

»
MINER

System | Miner Configuration || Miner Status || Metwork
Overwen  Admwnitretion  Honigor  kerpel Loy | Upgrade |

Upgrade

Backip / Restore
ek “Genarate archive” 1o download a tar archive of the current configuration fles. To resst the fiemware to its Inltial state, dick “Perform reset” (only possibie with sauashfs images.

Download badkup i Generate archive

Reset to defauts: D Perform reset

Ta restore configuration files, you can upioad 2 previcusly generated backup archive here

Hestore backug RELHE SREHFALH

flash new firmware image
Upload 3 sysupgrade-compatitle image here to replace the running firmware. Chick “Keep settings” to retain the current configuration.

Keap etings -

mage: ARTH FARTARE EIFiash image

Coowright © 2013-2004, Btmain Tachnoogs



2. For Keep Settings:

m Select the check box to keep your current settings (default).

3. Click the ®#%f (Browse) button and navigate to the upgrade file. Select the upgrade file, then click Flash
image. A message appears notifying you if the AntMiner S9 firmware can be upgraded and if yes, will then
proceed to flash the image.

4. When the upgrade is completed, the following message appears:

System Miner Canfiguration Miner Status Network

SysRi e AdminisTaban . Motior_iiarelinge, Upgrade | fishopt

System Upgrade

The upgrade installed successfully. Please restart Miner to activate.

# Reboot &) GoBack

5. Click one of the following options:
m Reboot - to restart the miner with the new firmware.

m Go Back - to continue mining with the current firmware. The miner will load the new firmware next
time it is restarted.

6.3 Modifying Your Password

To change your login password:

1. In System, click the Administration tab.

2. Setyour new password, then click Save & Apply.

System | puner Configuiation || Miner Status || wetwork

Guwivisw . Administration  Moniler  Kemel e Uoaede Retool

Password

Changes e administralor pozsword for accessing Lhe device

Current Password

Poow Password

Cenfirmation

OReset O SavelApply

Copymgnt © 2012-2014, Brmain Tecnnoloces

6.4 Restoring Initial Settings

To restore your initial settings

1. Turn onthe miner and let it run for 5 minutes.

2. Onthe controller front panel, press and hold the Reset button for 10 seconds.

u Resetting your miner will reboot it and restore its default settings. The red LED will automatically
flash once every 15 seconds if the reset is operated successfully.




